Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 5118/12 51112 |Difference | 5/20111 | Percent | gpqqg | Pereent | 5140 | 52014 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 14,987 15,044 -57 14,841 1.0 15,085 -0.6 14,870 14,339 3.7
East Coast (PADD 1) 823 995 -172 1,159 -29.0 1,241 -33.7 939 1,109 -156.3
Midwest (PADD 2) ... 3,478 3,422 57 3,370 3.2 3,411 2.0 3,455 3,256 6.1
Gulf Coast (PADD 3) ... 7,754 7,869 -115 7,517 3.2 7,503 3.3 7,633 7,196 6.1
Rocky Mountain (PADD 4) . 513 499 14 542 -5.4 516 -0.5 513 525 -2.2
West Coast (PADD 5) . 2,418 2,259 159 2,252 7.4 2,414 0.2 2,329 2,254 3.3
Gross Inputs ............... 15,255 15,279 -24 15,269 -0.1 15,446 -1.2 15,095 14,779 2.1
East Coast (PADD 1) 824 999 -175 1,161 -29.0 1,258 -34.5 941 1,112 -15.4
Midwest (PADD 2) ... 3,517 3,430 86 3,395 3.6 3,458 1.7 3,475 3,273 6.2
Gulf Coast (PADD 3) ... 7,856 7,966 -110 7,686 22 7,726 1.7 7,692 7,391 4.1
Rocky Mountain (PADD 4) . 520 502 19 547 -4.8 519 0.3 517 526 1.7
West Coast (PADD 5) . 2,538 2,381 156 2,481 2.3 2,485 21 2,471 2,477 -0.3
Operable Capacity1 17,312 17,312 0 17,698 -2.2 17,584 -1.5 17,313 17,697 -2.2
East Coast (PADD 1) 1,188 1,188 0 1,580 -24.8 - - 1,188 1,580 -24.8
Midwest (PADD 2) ... 3,663 3,663 0 3,721 -1.6 - - 3,663 3,721 -1.6
Gulf Coast (PADD 3) ... 8,725 8,725 0 8,646 0.9 - - 8,725 8,645 0.9
Rocky Mountain (PADD 4) . 623 623 0 624 -0.2 - - 623 624 -0.2
West Coast (PADD 5) . 3,113 3,113 0 3,128 -0.5 - - 3,114 3,128 -0.5
Percent Utilization? .... 88.1 88.3 -0.1 86.3 —-— 87.8 —-— 87.2 83.5 —-—
East Coast (PADD 1) 69.4 84.1 -14.7 780 -— - -— 79.2 70.4 -=
Midwest (PADD 2) ... 96.0 93.7 24 91.2 -— - - 94.9 88.0 -—
Gulf Coast (PADD 3) ... 90.0 91.3 -1.3 88.9 —-— - - 88.2 85.5 -=
Rocky Mountain (PADD 4) . 83.6 80.5 3.0 87.6 —-— - —-— 83.0 84.3 -—
West Coast (PADD 5) 81.5 76.5 5.0 79.3 - - -—= 79.3 79.2 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 8,945 9,098 -153 9,259 -3.4 9,011 -0.7 8,979 9,023 -0.5
Finished Motor Gasoline (less Adjustment)* 9,007 8,888 119 9,267 -2.8 9,011 0.0 8,809 9,100 -3.2
East Coast (PADD 1) .... . 3,028 2,938 90 2,969 2.0 2,495 214 2,906 2,995 -3.0
Midwest (PADD 2) ..... 2,284 2,210 74 2,218 3.0 2,215 3.1 2,192 2,183 0.4
Gulf Coast (PADD 3) .. 1,843 1,926 -83 2,323 -20.7 2,542 -27.5 1,895 2,162 -12.4
Rocky Mountain (PADD 4) 276 274 2 258 6.8 298 -7.4 273 262 4.5
West Coast (PADD 5) ... 1,576 1,540 36 1,499 5.1 1,461 7.9 1,543 1,499 2.9
Reformulated ... 3,060 3,034 26 3,013 1.6 3,032 0.9 2,999 2,988 0.4
Conventional4 . 5,946 5,854 92 6,254 -4.9 5,979 -0.5 5,810 6,112 -4.9
Adjustment5 -62 210 -272 -8 -— - -— 170 -78 -=
Kerosene-Type Jet Fue 1,451 1,338 113 1,450 0.1 1,457 -0.4 1,398 1,417 -1.3
East Coast (PADD 1) .. 52 49 8 118 -56.0 89 -41.6 44 100 -56.0
Midwest (PADD 2) .. 254 207 47 251 11 241 5.5 229 231 -0.9
Gulf Coast (PADD 3) ... 792 714 78 699 13.5 715 10.8 740 708 45
Rocky Mountain (PADD 22 23 -1 20 10.1 26 -15.9 24 24 0.6
West Coast (PADD 5) ... 331 345 -14 362 -8.7 386 -14.2 361 354 2.2
Distillate Fuel Oil ........... 4,508 4,497 11 4,261 5.8 4,180 7.8 4,381 4,163 5.2
East Coast (PADD 1) .. 291 341 -51 387 -24.8 422 -31.1 315 371 -15.2
Midwest (PADD 2) .. 1,011 1,030 -19 864 16.9 1,021 -1.0 999 867 15.2
Gulf Coast (PADD 3) ... 2,596 2,522 74 2,343 10.8 2,018 28.7 2,469 2,278 8.4
Rocky Mountain (PADD 4) 173 155 18 196 -11.8 159 9.0 161 189 -14.4
West Coast (PADD 5) . 437 449 -12 471 -7.3 560 -22.0 437 458 -4.6
15 ppm sulfur and Under . 3,986 4,043 -57 3,781 54 3,399 17.3 3,917 3,683 6.4
> 15 ppm to 500 ppm sulfur 140 115 25 240 -41.8 430 -67.5 121 202 -40.1
> 500 ppm sulfur .... 382 340 42 240 58.9 351 8.7 344 279 23.3
Residual Fuel Oil . 474 505 -31 547 -13.4 523 94 507 559 -8.5
East Coast (PA ) . 26 44 -18 67 -61.2 67 -61.0 42 63 -33.6
Midwest (PADD 2) .. 44 37 7 45 -0.6 37 20.1 38 41 74
Gulf Coast (PADD 3) ... 283 297 -14 309 -8.4 267 5.8 291 308 -5.5
Rocky Mountain (PADD 4) 12 12 0 10 25.0 9 36.7 12 10 16.7
West Coast (PADD 5) .... 109 115 -6 117 =71 143 -24.1 125 132 -5.6
Propane/Propylene® ..... 1,201 1,153 48 1,047 14.7 1,173 24 1,198 1,045 14.6
East Coast (PADD 1) .. 65 75 -10 46 40.5 53 23.1 67 43 56.3
Midwest (PADD 2) .. 300 262 38 274 9.6 307 -2.3 276 256 7.9
Gulf Coast (PADD 3) 725 708 17 673 77 750 -3.3 747 692 7.9
PADDs 4 and 5 111 108 & 53 107.4 63 76.0 108 55 98.9
Ethanol Plant Production

Fuel Ethanol 919 904 15 902 1.9 - - 903 885 21
East Coast (PADD 1) .. W w W W W w w W w W
Midwest (PADD 2) .. 847 833 14 839 0.9 - - 832 825 0.9
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w W w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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